—~—=—— 6.0 Boundary — Boundary

\ 5.0m

-
—~—=—— 6.0 Boundary — Boundary
| 400mm min. 400mm_min.
5.0m
Type 1
<73%/ ﬂ» Kerb & Channel
N
y
910
L—25mm Hotmix — Mix 10/Chipseal.
L—150mm min. AP40 Basecourse.
—— AP40 or GAP65 Subbase. Refer Note 5.
IYPE 1 — ASPHALTIC CONCRETE

—~—=—— 6.0 Boundary — Boundary

Light Broom finish.j\

——50mm min. AP20.

5.0m

[
=—175mm min. Unreinforced Concrete 20.0MPa.

——— AP40 or GAP65 Subbase. Refer Note 4.
TYPE 2 — CONCRETE

Type 1

B0mm Interlocking Paving Blocks. —

Laid in
accordance

30mm Bedding Sand.

with NZS3116.

Z/Subsoil Drain under

all Kerb and Channel.

100mm min. AP40 Basecourse.
AP40 or GAP65 Subbase. Refer Note 4.

Kerb & Chonnel.\

R TEo Youy

Megaflow Drain with connection
to Subsoil every 20 metres.

Apply Grade 5 membrane seal on

top of AP40 Basecourse.
The seal is to be kept 100mm
from the Megaflow Drain.

NOTES TYPE 3 — PAVING BLOCK
1. Under Channel Drains are required. 4. [SUBGRADE SUBBASE
2. For Type 2 Contraction Joints are to be saw CBR REQUIRED
cut at 5m max. centres. Saw cuts to be % TYPE 1 TYPE 2 TYPE 3
depth of concrete by 6mm wide. S 7 150 0 50
3. All Privateways are to be drained to a 6 200 100 100
Catchpit and connected to a Drainage System <3 350 150 200
to the satisfaction of the Engineer.
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