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ADVANCE WARNING SIGNS ON
APPROACHING SPEED—TABLE
OR HUMPS

NOTE

1. PW=39 sign with supplementary
as shown to be erected inadvance of
treatment on both sides of the carriageway
facin approaching traffic

TWO ROWS OF LESA DIAMOND
DOWELS @ 600mm C/C ALONG
CONSTRUCTION JOINT

1.0m WIDE 300mm THICK 40MPa

EXISTING KERB & CHANNEL
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SCALE 1 : 200

TWO ROWS OF LESA DIAMOND
DOWELS @ 600mm C/C ALONG
CONSTRUCTION JOINT

4.0m

ORDINARY CONCRETE RAMP WITH
TWO LAYERS OF 663 MESH

300mm THICK 40MPa RED
McCALLUM CHIP CONCRETE WITH
TWO LAYERS OF 663 MESH

N

1.0m WIDE 300mm
THICK 40MPa
ORDINARY CONCRETE
RAMP WITH TWO
LAYERS OF 663
MESH
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30mm THICK AP20 LAYER

4000 FOR CARS & TRUCKS

6000 FOR BUSES

1000 FOR CARS &
TRUCKS, 1500 FOR
BUSES

SECTION A — A

CONCRETE ENCASEMENT TO BE
S5mm HIGHER THAN CHANNEL

120mm DEEP GRATED CHANNEL (HEAVY DUTY)
WITH SLOTTED DUCTILE IRON HEELGUARD
GRATING. OR APPROVED EQUIVALENT

N.T.S.

GRILLS TO BE BOLTED IN
PLACE ON UPPER & LOWER
SIDES OF CHANNEL

CONCRETE RAISED VEHICLE

1000 FOR CARS &
TRUCKS, 1500 FOR
BUSES

OVER FIRM COMPACTED

NOTE

Pedestrian Planning and Design Guide Fig
layout.
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SUBGRADE
UNDERCHANNEL DRAIN :
(REFER SD 3.05) 3.
SECTION B — B *
N.T.S.

If a Zebra Crossing is combined with a speed—table Refer

15.15 for marking

FINISHED LEVEL OF RAISED
SPEED TABLE TO BE NOMINALLY
90mm ABOVE EXISTING ROAD
LEVEL CONTRACTOR TO ENSURE
ADEQUATE CROSSFALL TO
CHANNEL DRAIN.

RAISED SPEED TABLE TO BE
REINFORCE WITH 2 LAYERS 663
MESH.

RAISED SPEED TABLE CONCRETE
TO BE WET CURED FOR 7 DAYS
PRIOR TO TRAFFIC LOADING.
CONCRETE ENCASEMENT TO BE
S5mm HIGHER THAN CHANNEL.

ENGINEERING
STANDARDS MANUAL

ISSUE
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TYPICAL
SPEEDTABLE

STANDARD DETAIL
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