CODE OF PRACTICE FOR CITY INFRASTRUCTURE AND LAND DEVELOPMENT

Waitakere City Council

Te Taiao o Waitakere

-

NOTES:

1. Prefered column height for football training

=16.5m

player safety.

MOUNTING HEIGHT
(DETERMINED BY LIGHTING DESIGNER)

4000

900 |,

GEAR OPTION 3
SEPARATE IP65 BOX

permitted.

>

column & gear box.

STIRRUP CROSS ARM
TO sSuIT

inl GEAR OPTION 2

IP65 CONTROL GEAR BOX WITH
H SUPPORTS & CABLE ENTRY. ONE
BOX PER LIGHT

H —— GEAR OPENING

GEAR OPTION 1
INTERNAL CONTROL GEAR
(MANDATORY FOR COLUMN WITH 2
LIGHTS OR LESS).

GROUND LEVEL
~=——— CONDUIT THROUGH CONCRETE

\;FOUNDATION & GEOTECHNICAL DESIGN SHALL BE

UNDERTAKEN BY QUALIFIED PROFESSIONAL ENGINEERS

NOT TO SCALE

Provide 150mm wide mowing collar to

FLOODLIGHTS |:| |:| 2. Locate column 5m minimum from field for
3. As per the District Plan — zero upward light

ENGINEERING
STANDARDS MANUAL

ISSUE 4.7

@m 2009

TYPICAL COLUMN

STANDARD DETAIL

SPORTS SD9.05.3

LIGHTING

/




