CODE OF PRACTICE FOR CITY INFRASTRUCTURE AND LAND DEVELOPMENT

Waitakere City Council

-

= VECTOR SUPPLY POINT
[+——CONSUMER MAINS

1.
2.

NOTES:

Te Taiao o Waitakere

MCB & Contactors shall be sized to suit (min. 20a)
Earth leakage (EL) protection to AS/NZS3000

FAULT CURRENT
LIMITER
HRC FUSES

REVENUE METER
(CT. IF > 100A)

MAIN
ISOLATOR

POWER

\SSA
\(EL

11

olo

CONTROLS

-
~"

o) e

CONTROLLED LIGHTING CIRCUITS

< >

\(EL

O

(e,

\(EL

bﬁLx\(EL

o) e

UNCONTROLLED LIGHT & POWER
CIRCUITS

)
)

¢—O MIN 50% SPARE POLES.

— PHOTOCELL DAYLIGHT SWITCH.

CONTROLS

MOUNT ON FACE OF MSB ENCLOSURE
A REMOTE FROM ARTIFICIAL LIGHT
SOURCES.
TIVE
SWITCH IR1 q
% {PE |
1R2 b
1R11 1R2.1
AUTO
(%) >
o (o ]—
[ O
SMAN
ENGINEERING STANDARD DETAIL

TYPICAL SCHEMATIC
AMENITY LIGHTING &
POWER METERED SUPPLY

STANDARDS MANUAL

ISSUE 4.7

@IL 2009

SD9.03.2

J




