
48

27

38

75

32

52

50

46

40

73

29

77

33

1
SW

SW

SW

SW
SW

SW
SW

SW
SW

SW
SW

SW
SW

SW
SW

> > > > > > > > > > > > > > > > > > > > > > > > > > > > >

SW
SW

SW
SW

SW

SW

SW
SW

SW
SW

SW
SW

SW
SW

SW
SW

SW

SWSW

Rev.

SURVEYED

DRAWN
DESIGNED

DESIGN CHECK

APPROVED

CAD REVIEW

Drawing No.

Status Stamp

Date Stamp

20
0 m

m
DO

 N
OT

 S
CA

LE
 - 

IF
 IN

 D
OU

BT
, A

SK
15

0
90

10
0

80
70

60
50

40
30

20
10

0

REV REVISIONS DATECHKDRN APP
CCOPYRIGHT

OR
IG

IN
AL

 S
IZ

E

Scales

DESIGN REVIEW

PROF REGISTRATION:

Client:

THESE DRAWINGS SHALL ONLY BE USED FOR THE PURPOSE FOR WHICH THEY WERE SUPPLIED. ANY RE-USE IS PROHIBITED AND NO PART OF THIS DOCUMENT MAY BE REPRODUCED OR DISTRIBUTED WITHOUT THE WRITTEN PERMISSION OF STANTEC.

A
1

AUCKLAND TRANSPORT TTEPS
RODNEY DISTRICT COUNCIL FOOTPATH PACKAGE TRANCHE 3

POINT WELLS ROAD FOOTPATH IMPROVEMENT
GENERAL LAYOUT AND KEY DIMENSIONS PLAN

FOR YOUR INFORMATION

17.08.23
1:200@A1, 1:400@A3

310205515-01-001-G020 2
pw:\\stantec-ap-pw.bentley.com:stantec-ap-pw-01\Documents\New Zealand Clients\Auckland Transport\310205515 - Rodney District Council Footpath Project\01 - Point Wells Rd SP\Civil\310205515-01-001-G020

Sean Rooke Surveys ltd 19.01.23
Ajinkya Ingale 15.03.23
Nilesh Barnis 15.03.23

Charles Maaka 15.03.23
Dilip Datta 16.03.23

Venkat Ganapathy 16.03.23
Theekshana Mora 16.03.23

A PRELIMINARY DESIGN NB VG TM 17.02.23
B DETAILED DESIGN NB VG TM 17.03.23
C DETAILED DESIGN NB DD TM 22.06.23
1 FOR CONSTRUCTION NB DD TM 04.07.23
2 FOR YOUR INFORMATION BJ DD 17.08.23

SCALE 1:200 

5 0 5 10m

EXISTING PROPERTY BOUNDARY

LEGEND

EXISTING KERBLINE / ROADMARKING

POINT WELLS ROAD

EXISTING POWER POLE

POINT WELLS ROAD

NOTE

NEW KERB AND CHANNEL TYPE 1

1. THE CONTRACTOR TO BE AWARE OF THE OVERHEAD
POWER LINES DURING PLANT OPERATIONS.

2. VEHICLE CROSSINGS ARE TO BE CONSTRUCTED OR
RECONSTRUCTED TO MATCH THEIR EXISTING
FOOTPRINT AND MUST TIE IN WITH THE PRIVATE
DRIVEWAY AT THE BOUNDARY.

3. CONTRACTOR TO LIAISE WITH VECTOR TO OBTAIN A
CLOSE APPROACH PERMIT BEFORE WORKING IN THE
VICINITY OF THE POWER POLE.

4. TREE ASSESSMENT BASED ON ARBORIST REPORT.
5. MEASUREMENT FOR VEHICLE CROSSINGS ARE TAKEN

FROM REAR END OF THE CHANNEL.
7. THE VEGETATION TO BE CLEANED NEAR THE BUS STOP

TO ACCOMMODATE THE PROPOSED FOOTPATH.
8. THE IMPACTED LETTER BOXES WILL BE SHIFTED

DURING THE CONSTRUCTION.

NEW FOOTPATH

EXISTING SIGN TO BE RELOCATED

EXISTING TREES 

VEGETATION TO BE TRIMMED.
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VEHICLE CROSSING UPGRADE

EXISTING STORM WATER PIPESW

EXISTING MANHOLE COVER

EXISTING CATCHPIT 

STRUCTURAL ROOT ZONE (SRZ)

PROTECTED ROOT ZONE (PRZ)

TREE PROTECTION ZONE (TPZ)

EXISTING OPEN CHANNEL> >

TREE ROOT BRIDGING

PROPOSED SIGN

EXISTING VEHICLE CROSSING
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